











Suitable for Underfloor Heating
With practicality and comfort in mind, Textures® is guaranteed for use with
electric and water-based underfloor heating (UFH) systems only.

The surface temperature must not exceed 27°C and flooring must be fitted in
accordance with BS EN 1264-2 as well as the UFH manufacturer's guidelines.

Frame: SUMMER OAK TH-T1
Insert: SUMMER OAK TBW-11
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Frame: SUMMER OAK TH-11
Insert: AGED OAK TBW-15
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Micro-Bevelled Edges

Textures® is designed to replicate the look and feel of
real hardwood flooring. All frame and insert pieces
feature micro-bevelled edges on all four sides to
complete the authentic appearance.

Frame: SUMMER OAK TH-T1
Insert: AGED OAK TBW-15
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Frame: COUNTRY OAK TH-12
Insert: COUNTRY OAK TBW-12

Warranty and Certification
Very few brands can compare with the high-end manufacturing,
detail and performance of the Textures® LVT Collection.

Complete assurance and peace of mind is guaranteed with our
30-year residential and 15-year commercial wear warranties.

Frame: COUNTRY OAK TH-12
Insert: COUNTRY OAK TBW-12
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Frame: COUNTRY OAK TH-12 Frame: COUNTRY OAK TH-12
Insert: TRADITIONAL OAK TBW-13 Insert: TRADITIONAL OAK TBW-13
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Frame: TRADITIONAL OAK TH-13 Frame: TRADITIONAL OAK TH-13
Insert: TRADITIONAL OAK TBW-13 Insert: TRADITIONAL OAK TBW-13
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Frame: TRADITIONAL OAK TH-13
Insert: COUNTRY OAK TBW-12
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Frame: COTTAGE OAK TH-14
Insert: COTTAGE OAK TBW-14
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Frame: COTTAGE OAK TH-14




Frame: COTTAGE OAK TH-14
Insert: LIGHT OAK TBW-10
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Frame: COTTAGE OAK TH-14
Insert: LIGHT OAK TBW-10
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Frame: AGED OAK TH-15 Frame: AGED OAK TH-15
Insert: AGED OAK TBW-15 Insert: AGED OAK TBW-15
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Frame: AGED OAK TH-15 Frame: AGED OAK TH-15
Insert: BLONDE OAK TBW-09 Insert: BLONDE OAK TBW-09
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Frame: WALNUT TH-16 Frame: WALNUT TH-16
Insert: WALNUT TBW-16 Insert: WALNUT TBW-16
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Frame: WALNUT TH-16 Frame: WALNUT TH-16
Insert: SUMMER OAK TBW-11 Insert: SUMMER OAK TBW-11
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Frame: SYCAMORE TH-01 Frame: OLD ENGLISH OAK TH-02
Insert: SYCAMORE TBW-01 Insert: OLD ENGLISH OAK TBW-02

Frame: TUDOR OAK TH-03 Frame: WASHED OAK TH-04
Insert: TUDOR OAK TBW-03 Insert: WASHED OAK TBW-04
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Frame: HONEY OAK TH-07
Insert: HONEY OAK TBW-07

Frame: WEATHERED OAK TH-05
Insert: WEATHERED OAK TBW-05

Frame: DISTRESSED OAK TH-06

Insert: DISTRESSED OAK TBW-06

Frame: ASH TH-08
Insert: ASH TBW-08

VIEW NEXT 8 COLOURS




Frame: BLONDE OAK TH-09
Insert: BLONDE OAK TBW-09

Frame: LIGHT OAK TH-10
Insert: LIGHT OAK TBW-10

Frame: SUMMER OAK TH-11
Insert: SUMMER OAK TBW-11

Frame: COUNTRY OAK TH-12
Insert: COUNTRY OAK TBW-12

Frame: TRADITIONAL OAK TH-13 Frame: COTTAGE OAK TH-14
Insert: TRADITIONAL OAK TBW-13 Insert: COTTAGE OAK TBW-14

Frame: AGED OAK TH-15 Frame: WALNUT TH-16
Insert: AGED OAK TBW-15 Insert: WALNUT TBW-16



REGISTERED EMBOSSED LVT
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Textures® LVT has a Declared Slip Rating of 36+ in PTV (Pendulum Slip Value) tests
which is deemed as low slip potential. See page 31 for more details.

For a Technical Data Sheet and information on cleaning, maintenance,
installation and warranties, please refer to textureslvt.co.uk
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http://www.textureslvt.co.uk

